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  NEW QUESTION 298   The Information Technologies policy of your company mandates logging of all calls that last less than one

second in Call Detail Records. Which option is the minimum Cisco Unified CM Service Parameter configuration that is needed to

ensure compliance to this policy?  A.&#160;&#160;&#160; Set CDR Enabled Flag to True.   B.&#160;&#160;&#160; Set CDR

Log Calls with Zero Duration Flag to True.    C.&#160;&#160;&#160; Set CDR Enabled Flag and CDR Log Calls with Zero

Duration Flag to True.    D.&#160;&#160;&#160; Set CDR Enabled Flag to True and set Call Diagnostics Enabled to Enable Only

When CDR Enabled Flag is True.    E.&#160;&#160;&#160; Leave CDR Enabled Flag and Call Diagnostics Enabled to their

default settings.    Answer: C  NEW QUESTION 299   Where can a Cisco Unified CM administrator define Call Detail Records data

collection interval?  A.&#160;&#160;&#160; Cisco Unified CM Administration Service Parameters   B.&#160;&#160;&#160;

Cisco Unified CM Administration Enterprise Parameters    C.&#160;&#160;&#160; Cisco Unified Serviceability   

D.&#160;&#160;&#160; Cisco Unified Reporting    E.&#160;&#160;&#160; Call Detail Records data collection internal is not a

configurable parameter.  Answer: B  NEW QUESTION 300   Which Cisco Unified CM service is responsible for writing Call Detail

Records into flat files?  A.&#160;&#160;&#160; Cisco CallManager   B.&#160;&#160;&#160; Cisco CDR Agent   

C.&#160;&#160;&#160; Cisco CDR Repository Manager    D.&#160;&#160;&#160; Cisco SOAP ?CallRecord Service   

E.&#160;&#160;&#160; Cisco Extended Functions  Answer: A  NEW QUESTION 301   Which Cisco Unified CM service is

responsible for writing Call Management Records into the CDR Analysis and Reporting database?  A.&#160;&#160;&#160; Cisco

CDR Agent   B.&#160;&#160;&#160; Cisco CAR DB    C.&#160;&#160;&#160; Cisco CDR Repository Manager   

D.&#160;&#160;&#160; Cisco CAR Scheduler    E.&#160;&#160;&#160; Cisco Extended Functions  Answer: D  NEW

QUESTION 302   Which directory path on Cisco Unified CM publisher is used to temporarily store the Call Detail Records

collected from other nodes until they are processed by the CDR Repository Manager?  A.&#160;&#160;&#160; car/yyyymmdd  

B.&#160;&#160;&#160; preserve/yyyymmdd    C.&#160;&#160;&#160; cdr/yyyymmdd    D.&#160;&#160;&#160;

collected/yyyymmdd    E.&#160;&#160;&#160; processed/yyyymmdd  Answer: B  NEW QUESTION 303   Which Cisco Unified

CM service is responsible for periodically checking disk usage and deleting old Call Management Records files? 

A.&#160;&#160;&#160; Cisco CallManager   B.&#160;&#160;&#160; Cisco CDR Agent    C.&#160;&#160;&#160; Cisco CDR

Repository Manager    D.&#160;&#160;&#160; Cisco SOAP ?CallRecord Service    E.&#160;&#160;&#160; Cisco Extended

Functions  Answer: C  NEW QUESTION 304   Refer to the exhibit. 10.1.1.1 and 10.1.1.2 are node IP addresses of a Cisco Unified

CM cluster. Which statement describes the correct Cisco Unified CM configurations that produced the output shown in the exhibit?  
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  A.&#160;&#160;&#160; Device Name on the Cisco Unified CM Gatekeeper configuration page is HQGK.  

B.&#160;&#160;&#160; Device Name on the Cisco Unified CM H.225 Trunk (Gatekeeper Controlled) configuration page is

HQGK.    C.&#160;&#160;&#160; Device Name on the Cisco Unified CM H.225 Trunk (Gatekeeper Controlled) configuration

page is HQGK_1,HQGK_2.    D.&#160;&#160;&#160; Device Name on the Cisco Unified CM Gatekeeper configuration page is

HQGK_1,HQGK_2.    E.&#160;&#160;&#160; Not enough information has been provided to answer this question.  Answer: B 

NEW QUESTION 305   Refer to the exhibit. 10.1.1.1 and 10.1.1.2 are node IP addresses of a Cisco Unified CM cluster. Which two

statements describe the correct Gatekeeper Information parameters on Cisco Unified CM H.225 Trunk (Gatekeeper Controlled)

configuration page that could produce the output shown in the exhibit? (Choose two.)    

  A.&#160;&#160;&#160; Default Technology Prefix is 1*.   B.&#160;&#160;&#160; Technology Prefix is 1.   

C.&#160;&#160;&#160; H.323 IDs are HQGK_1 and HQGK_2.    D.&#160;&#160;&#160; H.323 ID is HQGK.   

E.&#160;&#160;&#160; Technology Prefix is 1*.    F.&#160;&#160;&#160; Zone name is HQGK.  Answer: BE  NEW

QUESTION 306   Refer to the exhibit. 10.1.1.1 and 10.1.1.2 are node IP addresses of a Cisco Unified CM cluster. Which two

options are the correct Cisco IOS Gatekeeper configuration that could produce the output shown in the exhibit? (Choose two.)    

  A.&#160;&#160;&#160; gw-type-prefix 1 default-technology   B.&#160;&#160;&#160; no shutdown    C.&#160;&#160;&#160;

zone local GK cciecollab.com    D.&#160;&#160;&#160; Zone remote HQGK_2 cciecollab.com 10.1.1.2   

E.&#160;&#160;&#160; gw-type-prefix 1* default-technology    F.&#160;&#160;&#160; Zone remote HQGK_1 cciecollab.com

10.1.1.1  Answer: BC  NEW QUESTION 307   Refer to the exhibit. Debug RAS output is logged on a H.323 gateway. Which RAS

message is sent next by the H.323 gateway?    

  A.&#160;&#160;&#160; ARQ   B.&#160;&#160;&#160; BRQ    C.&#160;&#160;&#160; IRQ    D.&#160;&#160;&#160; LRQ  

 E.&#160;&#160;&#160; RRQ  Answer: E  NEW QUESTION 308   Which three parameters are requested in an Audit Endpoint

message from a Cisco Unified CM to an endpoint on a MGCP gateway? (Choose three.)  A.&#160;&#160;&#160; Bearer

Information   B.&#160;&#160;&#160; Call ID    C.&#160;&#160;&#160; Capabilities    D.&#160;&#160;&#160; Connection ID   

E.&#160;&#160;&#160; Connection Mode    F.&#160;&#160;&#160; Connection Parameters    G.&#160;&#160;&#160; Request

Identifier    H.&#160;&#160;&#160; Observed Events  Answer: CDG  NEW QUESTION 309   ??        
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